
LV1152
• Single Circuit Linear Voltage Reducer
• Input Voltage: 20 - 30V DC 15AMP
• Earth Loss protection
• Current Limit

LV1151 
• Single Circuit Linear Voltage Reducer
• Input Voltage: 20 - 30V DC 10AMP
• Earth Loss protection
• Current Limit

LV1100
• Switch Mode Reducer
• Input Voltage: 23 - 30V DC 7AMP
• High e�ciency switch mode technology
• High reliability & low noise design

LV1120
• Charge Equiliser
• Input Voltage: 20 - 28V DC 10AMP
• Automatic 2 stage charge
• Current & Voltage limiting protection
• Output over voltage protection 

LV1106 LV1300
 • Trailer Lighting Reducer 4 Circuits
• 24V to 12V DC 120 Watt
• For use with LED & Incandescent lighting
• High e�ciency - giving cooler & 
  longer life operation
• Compact & lightweight aluminium 
  heatsink construction

LV1102
• Switch Mode Reducer
• Input Voltage: 23 - 30V DC 20AMP
• High e�ciency switch mode technology
• High reliability & low noise design

LV1101
• Switch Mode Reducer
• Input Voltage: 23 - 30V DC 10AMP
• High e�ciency switch mode technology
• High reliability & low noise design

LV1103
• Switch Mode Reducer
• Input Voltage: 23 - 30V DC 30AMP
• High e�ciency switch mode technology
• High reliability & low noise design

• Switch Mode Reducer
• Input Voltage: 23 - 30V DC 60AMP
• High e�ciency switch mode technology
• High reliability & low noise design
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