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LOW VOLTAGE Reducing The red tape.

LOW VOLTAGE DELIVERING ON PRICE, QUALITY & SERVICE
* Same Day warranty replacement !

* Depending on stock availability at your local branch

2 Year Warranty
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Charge Equalisers/
Trailer Lighting Reducers

Charge Equalisers
• Input Voltage: 20 - 28V DC
• High efficiency switch mode technology
• Automatic 2 stage charge
• Current & Voltage limiting protection
• Output over voltage protection 
• Suitable for: Automotive, Commercial & Marine applications
• C-Tick Approved

Part No. Output Voltage Peak Rating  Dimensions Weight

LV1120 14V ± 3% 10A 90 x 135 x 60mm 0.6 Kg
LV1121 14V ± 3% 20A 155 x 135 x 60mm 1.2 Kg
LV1122 14V ± 3% 30A 175 x 135 x 60mm 1.3 Kg

 Trailer Lighting Reducers
• 24V to 12V DC
• Requires 24V Output
• For use with LED & Incandescent lighting
• High efficiency - giving cooler & longer life operation
• Compact & lightweight aluminium heatsink construction
• Suitable for: Automotive, Commercial & Marine lighting applications
• C-Tick Approved

Part No. Circuits Power Rating  Dimensions

LV1300 4 120 Watt 73 x 92 x 31.5mm
LV1301 4 240 Watt 73 x 92 x 31.5mm
LV1302 4 360 Watt 90 x 135 x 40mm
LV1305 5 3 x 240 + 2 x 480 Watt 290 x 135 x 60mm

* 24V input required

* Units are Encapsulated to reduce water intake

Voltage Reducers/
Switch Mode Reducers

Single Circuit Linear Voltage Reducers
• Input Voltage: 20 - 30V DC
• Output fail safe protection to guard communication & electronic equipment from over voltage
• Earth Loss protection
• Current Limit
• Suitable for: Automotive, Commercial & Marine applications
• C-Tick Approved

Part No. Output Voltage Peak Rating  Dimensions Weight

LV1150 13.5 + 5% 6A 130 x 136 x 47mm 0.5 Kg
LV1151 13.5 + 5% 10A 155 x 136 x 47mm 0.6 Kg
LV1152 13.5 + 5% 15A 220 x 136 x 47mm 0.8 Kg
LV1153 13.5 + 5% 20A 290 x 136 x 47mm 1.0 Kg

Switch Mode Reducers
• Input Voltage: 23 - 30V DC
• High efficiency switch mode technology
• High reliability & low noise design
• Current limiting under overload & short circuit conditions
• Suitable for: Automotive, Commercial & Marine applications
• C-Tick Approved

Part No. Output Voltage Peak Rating  Dimensions Weight

LV1100 13.5 ± 1% 7A 75 x 35 x 100mm 250g
LV1100M 13.5 ± 1% 7A 75 x 35 x 100mm 250g
LV1101 13.5 ± 1% 10A 90 x 135 x 62mm 650g
LV1102 13.5 ± 1% 20A 155 x 135 x 62mm 1.2 Kg
LV1103 13.5 ± 1% 30A 175 x 135 x 62mm 1.4 Kg
LV1106 13.5 ± 1% 60A 285 x 175 x 65mm 2.6 Kg

* With Memory Wire

* *
*
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Inverters/
Voltage Disconnect/

Low Battery Monitor
 Fluorescent Lamp Inverters
• Sinewave - High efficiency with low current draw
• Protection against reverse polarity connection
• Compact & lightweight aluminium heatsink construction
• Connection to both input & output via screw terminals located on PCB
• C-Tick Approved

Part No. Tube Rating Operating Voltage Dimensions

LV1500 18 - 24 Watt 9 - 15V DC 130 x 40 x 30mm
LV1501 30 - 40 Watt 9 - 15V DC 150 x 40 x 30mm
LV1502 18 - 24 Watt 20 - 30V DC 110 x 40 x 30mm
LV1503 30 - 40 Watt 20 - 30V DC 150 x 40 x 30mm

Low Battery Monitor
• Warns when battery voltage drops below 22V
• Warning indicators via audible buzzer & lamp
• Spike protected
• Low current draw
• C-Tick Approved

Part No. Input Voltage Disconnect Voltage Dimensions

LV1551 20 - 28V DC Lamp / Audible Buzzer @ 22V 85 x 67 x 30mm

Voltage Disconnect 
• Voltage Disconnect 12V
• Solid state design with accuracy better than 0.5%
• Current limited for overload
• 2 second delay for starting vehicle & settling of input voltage
• Less than 0.15V drop at full 50A load
• Low stand by current draw of less than 20mA 
• C-Tick Approved

Part No. Voltage Disconnect Voltage Capacity Dimensions

LV1550 12V 11.5V 20A 120 x 50 x 40mm

Dual Battery Isolators

Dual Battery Isolators
• Microprocessor Controlled Dual Battery Isolator 12V
• Silver Solenoid Contacts
• Suitable for 4WD & Commercial Vehicles
• Electrical System Type 12V Neg. Earth 

Part No. Cont Load Rating Off/On Volts Dimensions

LV1001 100A 12.4 / 13.2 60 x 75 x 65mm
LV1002 100A 12.7 / 13.2 60 x 75 x 65mm

* LV1002 COMING SOON - with updated voltage setting

Specifications Table

Electrical System Type: 12V Neg.Earth 

Charging System Suitable For: 100 Amps 

In Rush Current: 400 Amps 

Current In Voltage: 13.2V DC* 

Current Out Votage: 12.4V DC* 

Output Connection - Brass Studs: Main & Aux. Batteries 

Alarm LED:   

- On / Main Battery Over Voltage: > 14.8V 

- Flashing / Main Battery Under Voltage: < 10.5V 

- Burst Auxiliary Battery Faulty or Disconnect: < 6V 

Weight: 230g 

Dimensions: 60(L) x 75(W) x 65(H)mm 

* Accuracy Better Than +/- 0.05V 

*




